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FRY TOP ELETTRICI DOPPIA PIASTRA FRY2LC
SKU: FRY2LC

DATI TECNICI

Potenza Kw 6 Kw

Alimentazione 400V/3N/50-60Hz

Tipo di superficie liscia e cromata

Temperatura di
lavoro

50÷300°C

Dimensioni del
piano di cottura

650 x 480 mm

Dimensioni
macchina (l x l x h
mm)

665 x 570 x 300(h) mm

Peso netto (kg) 40

Peso lordo (Kg) 53

Dimensioni imballo
(l x l x h mm)

750 x 670 x 430(h) mm

Volume imballo
(m3)

0.216

Macchina elettrica per cottura a secco o ad olio. Struttura in acciaio inox - piano di cottura in acciaio cromato liscio, - termostati di regolazione
temperatura 50÷300 °C - cassetto raccolta residui di cottura - regolazione e l’accensione indipendente di metà piano di cottura.

https://www.fimarspa.it/potenza-kw/6-kw/
https://www.fimarspa.it/alimentazione/400v-3n-50-60hz/
https://www.fimarspa.it/tipo-di-superficie/liscia-e-cromata/
https://www.fimarspa.it/temperatura-di-lavoro/50%c3%b7300c/
https://www.fimarspa.it/dimensioni-piano-di-cott/650-x-480-mm/
https://www.fimarspa.it/dimensioni-macchina/665-x-570-x-300h-mm/
https://www.fimarspa.it/peso-netto-kg/40/
https://www.fimarspa.it/peso-lordo-kg/53/
https://www.fimarspa.it/dimensioni-imballo/750-x-670-x-430h-mm/
https://www.fimarspa.it/volume-imballo-m3/0-216/

