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SEGAOSSI VERNICIATO SE1830V
SKU: SE1830V

DATI TECNICI

Potenza Kw 0.75

Alimentazione 230V/1N/50Hz – 230-400V/3/50Hz

Sviluppo lama
(mm)

ø 1830 mm

Taglio utile (mm) 200 x 225(h) mm

Piano di lavoro
(mm)

410 x 410 mm

Dimensioni
macchina (l x l x h
mm)

630 x 450 x 970(h) mm

Peso netto (kg) 39

Peso lordo (Kg) 47

Dimensioni imballo
(l x l x h mm)

1020 x 560 x 500(h) mm

Volume imballo
(m3)

0.286

Struttura in alluminio verniciato - con comandi in bassa tensione - pulsante
di emergenza - microinterruttore su coperchio di chiusura macchina - freno motore - regolazione dello spessore di taglio - regolazione

dell’altezza di taglio - porzionatore, piano di lavoro, guida lama e spingi carne in acciaio inox.
Accessori: cavalletto in acciaio verniciato e confezione lame.

https://www.fimarspa.it/potenza-kw/0-75/
https://www.fimarspa.it/alimentazione/230v-1n-50hz-230-400v-3-50hz/
https://www.fimarspa.it/sviluppo-lama-mm/o-1830-mm/
https://www.fimarspa.it/taglio-utile-mm/200-x-225h-mm/
https://www.fimarspa.it/piano-di-lavoro-mm/410-x-410-mm/
https://www.fimarspa.it/dimensioni-macchina/630-x-450-x-970h-mm/
https://www.fimarspa.it/peso-netto-kg/39/
https://www.fimarspa.it/peso-lordo-kg/47/
https://www.fimarspa.it/dimensioni-imballo/1020-x-560-x-500h-mm/
https://www.fimarspa.it/volume-imballo-m3/0-286/
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